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IMPORTANT USAGE INSTRUCTION 

 

For the convenience of use, this product accepts power from a desktop or a laptop 

computer. Itôs mandatory to connect both of two USB connectors at one end of USB 

supplied power cable to computer at one time. Power supply is not sufficient for the 

device to operate normally if only one USB connector is inserted into the computer. 

In this scenario it might cause temporary malfunction on the computer. 
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Copyright 

The contents of this publication may not be reproduced in any part or as a whole, 

stored, transcribed in an information retrieval system, translated into any language, 

or transmitted in any form or by any means, mechanical, magnetic, electronic, 

optical, photocopying, manual, or otherwise, without the prior written permission. 

 

Trademarks 

All products, company, brand names are trademarks or registered trademarks of 

their respective companies. They are used for identification purpose only. 

Specifications are subject to be changed without prior notice. 
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FCC Interference Statement 

This equipment has been tested and found to comply with the limits for a Class B 

digital device pursuant to Part 15 of the FCC Rules. These limits are designed to 

provide reasonable protection against radio interference in a commercial 

environment. This equipment can generate, use and radiate radio frequency energy 

and, if not installed and used in accordance with the instructions in this manual, may 

cause harmful interference to radio communications. Operation of this equipment in 

a residential area is likely to cause interference, in which case the user, at his own 

expense, will be required to take whatever measures are necessary to correct the 

interference. 

 

CE Declaration of Conformity 

This equipment complies with the requirements relating to electromagnetic 

compatibility, EN 55022/A1 Class B. 
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1 1. Introduction 

 

 

Congratulations on your purchase of this outstanding Product ϩTraveler3G M WiFi 

Mobi-HSPA Router. This product is specifically designed for mobile user who needs 

to have the Internet access beyond his home and office. It provides a complete 

solution for Internet surfing and broadband sharing. Instructions for installing and 

configuring this product can be found in this manual. Before you install and use this 

product, please read this manual carefully for fully exploiting the functions of this 

product. 
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1.1  Package List  

 

Items Description Contents Quantity 

1 WiFi Mobi-HSPA 

Router 

 

1 

2 USB Cable 

 

1 

3 Power adapter 

 

1 

4 Li-ion Battery 

 

1 

5 CD 

 

1 
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1.2  Hardware Installation  

· Hardware Configuration 
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· LED indicators 

1.  Router Mode 

 LED color Description 

Power (and 

Battery Status) 

Green Battery is fully charged 

Green in flash Power is provided by battery 

Amber Charging the battery 

Red Battery low 

3G Connection 

Status 

Red Disconnected 

Red in flash Connecting 

Amber EDGE or GPRS connection 

Amber in flash Data access in EDGE or GPRS 

Green UMTS/HSDPA/HSUPA connection 

Green in fast flash Data access in UMTS/HSDPA/HSUPA 

3G Signal & 

Roaming Alert 

Red Weak Level 

Red in quick flash Weak Level and roaming alert 

Amber Middle Level 

Amber in quick flash Middle Level and roaming alert 

Green Strong Level 

Green in quick flash Strong Level and roaming alert 

Wi-Fi LED 

Green WLAN is on 

Green in flash Data access 

Green in fast flash Device is in WPS mode 

 

 

 

 

LED Indicators 
Power LED 
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2.  Modem Mode 

 LED color Description 

Power (and 

Battery Status) 
Green Modem mode is active 

3G Connection 

Status 
N/A N/A 

3G Signal & 

Roaming Alert 
N/A N/A 

Wi-Fi N/A N/A 

 

· Installation Steps 

DO NOT switch on WiFi Mobi-HSPA Router before performing the 

installation steps below. 

 

1.  Router Mode Steps 

Step 1.  Turn off the Slide Switch. 

 

 

 

 



1. Introduction 
 

Traveler3G M Userôs Manual 

 

Step2.  Insert SIM/USIM 

The WiFi Mobi-HSPA Router builds in a HSUPA 3G modem card. Please refer 

to your service provider for detailed feature information.  

 

Notice: a 3G SIM/USIM Card with data services is MUST. 

 

Step 3.  Attach the Li-ion battery 
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Step 4.  Insert Mini-USB Power Jack, and connect with the power adapter to 

the receptor on it. 

 

 

 

Step 5.  Then plug the other end of the power adapter into a wall outlet. 
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Step 6.  Turn the Slide Switch to Router Mode. 

 

 

 

The Power LED will turn ON to indicate that the power has been 

applied. 

 

 

2.  Modem Mode Steps 

Step 1.   Turn off the Slide Switch. 

 

 

 

 

 

 



1. Introduction 

Traveler3G M Userôs Manual 

 

Step2.   Insert SIM/USIM 

The WiFi Mobi-HSPA Router builds in a HSUPA 3G modem card. Please refer to your 

service provider for detailed feature information. 

Notice: a 3G SIM/USIM Card with data services is MUST. 

 

 

 

Step 3.   Insert Mini-USB cable. 
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Step 4.  Then plug the other end of the Mini-USB cable into a PC. 

 

 

 

Step 5.  Turn the Slide Switch to Modem Mode. 
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2 2. Getting start 

 

2.1.  The Router Mode Easy Setup Utility  

We provide Easy Setup Windows Utilities (Router mode and Modem mode) and 

Web Wizard to enable you to set up the WiFi Mobi-HSPA Router quickly and easily. 

   Check the steps below before running the section. 

 

 

(1) Press WPS button more than 6 seconds on the Router. The Router will reset to 

default. 

(2) Connect to the Router by Wi-Fi. The default SSID is the same as ñMac Addressò 

   You can find the ñMac Addressò at Machine Label.  

(3) Insert CD to CDROM; Click the Easy Setup Utility from CD or Auto Run. 
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Step 1.  You can start to configure the device via the Install Driver & Utility. 

 

Step 2.  Select Language then click ñNextò to continue. 
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Step 3. 

1. Please select Wizard mode to run the setup step-by-step to diagnose the 

network settings of the Router. 

2. Click the ñWizardò button and click ñNEXTò to continue. 
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Step 4. 

1. Make sure to insert your SIM / USIM (with data service) in the router. 

2. Make sure the Router is powered on. 

3. Make sure your computer has connected to the Router via WLAN. 

4. Make sure your computer has an IP address.  

5. Click ñNextò to continue. 
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Step 5. 

1. Key in the SSID, Channel and Security options, for example: 

 SSID: ñ12-34-56-78-90-12ò, Security: WEP 

Key: ñ1234567890ò.  

Default SSID is the same as ñMac Addressò. 

2. And then click ñNextò to continue.] 
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Step 6-1. 

1.  Select ñAuto-Detectionò, and the Utility will try to detect and configure the 

required 3G service settings automatically. 

2.  Click ñNextò to continue. 

а Default PIN Code is empty, if you have PIN Code, you must enter it. For example 

ñ0000ò. If no, just click ñNextò to continue. 
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Step 6-2. 

1.  Or you can select ñManualò and manually fill in the required 3G service settings 

provided by your ISP. 

2.  Click ñNextò to continue. 
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Step 7.  Check the settings, and then click the ñNextò if the settings are correct. 

 

 

 

 

 

 

 



2. Getting Start 

Traveler3G M Userôs Manual 

 

Step 8.   The Wi-Fi Mobi-HSPA Router is rebooting to make your entire 

configuration activated.  
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Step 9.  Please reconnect to Router before click ñNextò. 
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Step 10-1.  Click ñNextò to test the Internet connection or you can skip test, and 

then click ñNextò to continue. 
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Step 10-2.   Test the Internet connection 
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Step 11.  Congratulations!  Setup is completed. 

Now you have already connected to Internet successfully. 
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2.2.  The Modem Mode Easy Setup Utility  

Check the steps below before running the section. 

(1) Reference the section ñHardware Installation- Modem Modeò first. 

а When you use ñModem Modeò at first time, the utility will auto install to your 

computer. 

 

Step 1.   Install the Connection Manager. 
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Step 2.  Congratulations!  Setup is completed. 

Now you can run the utility connected to Internet. 
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Step 3. 

The UI of Connection Manager. 
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2.3.  The Router mode Easy Setup by Configuring Web 

Pages  

You can also browse web UI to configure the device. 

 

· Browse to Activate the Setup Wizard 

Step 1.  Please type in the IP Address (http://192.168.1.1) 

 

 

 

Step 2.  Please type ñairliveò in the Password and click óloginô button. 

 

 

 

 

 

 

 

http://192.168.1.1/
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Step 3.  Select your language. 
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Step 4.  Select ñWizardò for basic settings with simple way. 

 

 

 

 

 

 

 

 

 



2. Getting Start 

Traveler3G M Userôs Manual 

 

Step 5.  Press ñNextò to start the Setup Wizard. 
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· Configure with the Setup Wizard 

Step 1.  Change System Password. 

Set up your system password. 

(Default̔admin) 
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Step 2.  Select Time Zone. 
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Step 3.  Select LAN IP Address and Wan Type. 

You can select 3G and Wi-Fi HotSpot as the WAN type. 
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Step 4.  3G WAN type  

Select ñAuto Detectionò Dial-up Profile, and the Utility will try to detect and configure 

the  

required 3G service settings automatically. Or you can select ñManualò and 

manually fill in the required 3G service settings provided by your ISP. 

Default PIN Code is empty, if you have PIN Code, you must enter it. 
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Step 5.  Set up your Wireless Network. 

Set up your SSID. 
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Step 6.  Set up Wireless Security. 

Set up your Authentication and Encryption. 
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Step 7.   Apply your Setting. 

Then click Apply Setting. 
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Step 8.  Click Finish to complete it. 
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3 3. Making Configuration 

 

3.1 Advanced 

3.1.1 Basic Setting 

 

 

· Network Setup 

LAN Setup 
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(1).  LAP IP Address: the local IP address of this device. The computers on your 

network must use the LAN IP address of your product as their Default Router. You 

can change it if necessary. 

(2).  Subnet Mask: insert 255.255.255.0  

 

Internet Setup 

This device supports different WAN types of connection for users to connect to remote 

wireless ISP, such as HSPA-3G or Wi-Fi Hotspot.  
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3G WAN Types: The WAN fields may not be necessary for your connection. The 

information on this page will only be used when your service provider requires 

you to enter a User Name and Password to connect with the 3G network. 

Please refer to your documentation or service provider for additional information. 

1. Dial-Up Profile: Please select Auto-Detection or Manual to continue. 

You can Select ñAuto-Detectionò, and the Utility will try to detect and 

configure the required 3G service settings automatically. Or you can select 

ñManualò and manually fill in the required 3G service settings provided by 

your ISP. 

2. Country: select your country. 

3. Telecom: select your telecom. 

4. 3G Network: select the 3G Network 

5. APN: Enter the APN for your PC card here.(Optional) 

6. Pin Code: Enter the Pin Code for your SIM card(Optional) 

7. Dial-Number: This field should not be altered except when required by your 

service provider. 

8. Account: Enter the new User Name for your PC card here, you can contact 

to your ISP to get it. 

9. Password: Enter the new Password for your PC card here, you can contact 

to your ISP to get it. 

10. Authentication: Choose your authentication.  

11. Primary DNS: This feature allows you to assign a Primary DNS Server, 

contact to your ISP to get it. 

12. Secondary DNS: This feature allows you to assign a Secondary DNS Server, 

you can contact to your ISP to get it. 
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13. Connection Control: There are 3 modes to select:  

Connect-on-demand: The device will link up with ISP when the clients send 

outgoing packets.  

Auto Reconnect (Always-on): The device will link with ISP until the 

connection is established.   

Manually: The device will not make the link until someone clicks the        

Connect-button in the Status-page.  

14. Keep Alive: you can diagnose your connection by it. 

 

 

 

Wi-Fi HotSpot Types: This WAN type allows you to share one Wi-Fi Hotspot account 

with your friends or colleagues. Local clients connect to this device via Wi-Fi 

connection, and surfing Internet by connecting to remote Wi-Fi Hotspot. Just follow a 

few steps below to connect to remote Wi-Fi HotSpot. 

Note. If choosing Wi-Fi HotSpot WAN type, the wireless channel of WLAN will be set 

to as same as wireless channel of remote Wi-Fi HotSpot. 
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Step 1: Click ñWi-Fi HotSpotò Searchò button to search any available Wi-Fi Hotspot or 

Wi-Fi AP (Access Point) in your environment. 

 

 

 

Step 2: After finish searching, it will list all available Wi-Fi APs in your environment. 

You can select one of the lists to start to connect, or press ñRefreshò button to search 

again. 
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Step 3: Click ñSaveò button to save settings after selecting. There will be a field here 

for you to input encryption key if remote Wi-Fi Hotspot or Wi-Fi AP requires. 

 

 

 

Step 4: Click ñRebootò button to restart device to take new settings effective. 
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· DHCP Server 

 

Press ñMoreéò for more options, 

1. DHCP Server: Choose either Disable or Enable 

2. Lease Time: DHCP lease time to the DHCP client 

3. IP Pool Starting/Ending Address: Whenever there is a request, the DHCP 

server will automatically allocate an unused IP address from the IP address 

pool to the requesting computer. You must specify the starting / ending 

address of the IP address pool 

4. Domain Name: Optional, this information will be passed to the client 

5. Primary DNS/Secondary DNS: Optional, This feature allows you to assign a 

DNS Servers 

6. Primary WINS/Secondary WINS: Optional, this feature allows you to assign a 

WINS Servers 

7. Router: Optional, Router Address would be the IP address of an alternate 

Router.  

This function enables you to assign another Router to your PC, when DHCP 

server offers an IP to your PC.  

Click on ñSaveò to store your setting or click ñUndoò to give up 
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DHCP Clients List 

The list of DHCP clients shows here. 

 

 

DHCP Fixed Mapping 

The DHCP Server will reserve the special IP for special MAC address, shows below. 
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· Wireless Settings 

 

Wireless settings allow you to set the wireless configuration items. 

1. Wireless Operation Mode: Choose AP mode or Client mode. The factory 

default setting is AP mode. 

2. Network ID (SSID): Network ID is used for identifying the Wireless LAN 

(WLAN). Client stations can roam freely over this product and other Access 

Points that have the same Network ID. (The factory setting is ñdefaultò) 

3. SSID Broadcast: The router will broadcast beacons that have some 

information, including SSID so that wireless clients can know how many AP 

devices by scanning function in the network. Therefore, this function is disabled; 

the wireless clients can not find the device from beacons. 

4. Channel: The radio channel number. The permissible channels depend on the 

Regulatory Domain.  

The factory setting is channel 11. 
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5. Wireless Mode: Choose B/G Mixed, B only, G only, and N only, G/N Mixed or 

B/G/N mixed. The factory default setting is B/G/N mixed. 

6. Authentication mode: You may select from nine kinds of authentication to 

secure your wireless network: Open, Shared, Auto, WPA-PSK, WPA2-PSK, 

and WPA-PSK/WPA2-PSK. 

Open 

Open system authentication simply consists of two communications. The first 

is an authentication request by the client that contains the station ID (typically 

the MAC address). This is followed by an authentication response from the 

AP/router containing a success or failure message. An example of when a 

failure may occur is if the client's MAC address is explicitly excluded in the 

AP/router configuration. 

 

Shared 

Shared key authentication relies on the fact that both stations taking part in 

the authentication process have the same "shared" key or passphrase. The 

shared key is manually set on both the client station and the AP/router. Three 

types of shared key authentication are available today for home or small 

office WLAN environments. 

 

Auto  

The AP will Select the Open or Shared by the clientôs request automatically.   
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WPA-PSK 

Select Encryption and Pre-share Key Mode 

If you select HEX, you have to fill in 64 hexadecimal (0, 1, 2é8, 9, A, BéF) 

digits. 

If you select ASCII, the length of pre-share key is from 8 to 63. 

Fill in the key, Ex 12345678  

 

WPA-PSK2 

WPA-PSK2 user AES and TKIP for Same the encryption, the others are 

same the WPA-PSK. 

 

WPA-PSK/WPA-PSK2 

Another encryption options for WPA-PSK-TKIP and WPA-PSK2-AES, the 

others are same the WPA-PSK. 
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WPS (Wi-Fi Protection Setup) 

WPS is Wi-Fi Protection Setup which is similar to WCN-NET and offers safe and easy 

way in Wireless Connection.  

 

 

Wireless Client List 

The list of wireless client is shows here. 
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· Change Password 

 

 

 

You can change Password here. We strongly recommend you to change the 

system password for security reason. 

Click on ñSaveò to store your setting or ñUndoò to give up 
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3.1.2 Forwarding Rules 
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· Virtual Server 

 

 

 

This productôs NAT firewall filters out unrecognized packets to protect your Intranet, 

so all hosts behind this product are invisible to the outside world. If you wish, you 

can make some of them accessible by enabling the Virtual Server Mapping. 

A virtual server is defined as a Service Port, and all requests to this port will be 

redirected to the computer specified by the Server IP. Virtual Server can work with 

Scheduling Rules, and give user more flexibility on Access control. For Detail, 

please refer to Scheduling Rule. 
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For example, if you have an FTP server (port 21) at 192.168.123.1, a Web server 

(port 80) at 192.168.123.2, and a VPN server at 192.168.123.6, then you need to 

specify the following virtual server mapping table: 

 

Service Port Server IP Enable 

21 192.168.123.1 V 

80 192.168.123.2 V 

1723 192.168.123.6 V 

 

Click on ñSaveò to store what you just select or ñUndoò to give up 
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· Special AP 

 

 

 

Some applications require multiple connections, like Internet games, Video 

conferencing, Internet telephony, etc. Because of the firewall function, these 

applications cannot work with a pure NAT router. The Special Applications feature 

allows some of these applications to work with this product. If the mechanism of 

Special Applications fails to make an application work, try setting your computer as 

the DMZ host instead. 

Trigger: the outbound port number issued by the application. 

Incoming Ports: when the trigger packet is detected, the inbound packets sent to 

the specified port numbers are allowed to pass through the firewall. 
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This product provides some predefined settings. 

1. Select your application and  

2. Click ñCopy toò to add the predefined setting to your list. 

Note! At any given time, only one PC can use each Special Application tunnel. 

 

Click on ñSaveò to store what you just select orò Undoò to give up 

 

· Miscellaneous 

 

 

 

1. IP Address of DMZ Host 

DMZ (Demilitarized Zone) Host is a host without the protection of firewall. It 

allows a computer to be exposed to unrestricted 2-way communication for 

Internet games, Video conferencing, Internet telephony and other special 

applications.  
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2. UPnP Setting  

The device also supports this function. If the OS supports this function enable it, 

like Windows XP. When the user gets IP from Device and will see icon as below:  

 

Click on ñSaveò to store what you just select or ñUndoò to give up 
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3.1.3 Security Setting  

 

 

 

 

 

 

 

 

 



3. Making Configuration 
 

Traveler3G M Userôs Manual 

 

· Packet Filters 

 

 

 

Packet Filter includes both outbound filter and inbound filter. And they have same 

way to setting.  

Packet Filter enables you to control what packets are allowed to pass the router. 

Outbound filter applies on all outbound packets. However, inbound filter applies on 

packets that destined to Virtual Servers or DMZ host only. You can select one of the 

two filtering policies: 

1. Allow all to pass except those match the specified rules  

2. Deny all to pass except those match the specified rules 
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You can specify 8 rules for each direction: inbound or outbound. For each rule, you 

can define the following:  

¶ Source IP address  

¶ Source port   

¶ Destination IP address  

¶ Destination port 

¶ Protocol: TCP or UDP or both. 

¶ Use Rule# 

For source or destination IP address, you can define a single IP address (4.3.2.1) or 

a range of IP addresses (4.3.2.1-4.3.2.254). An empty implies all IP addresses.  

For source or destination port, you can define a single port (80) or a range of ports 

(1000-1999). Add prefix "T" or "U" to specify TCP or UDP protocol. For example, 

T80, U53, U2000-2999, No prefix indicates both TCP and UDP are defined. An 

empty implies all port addresses. Packet Filter can work with Scheduling Rules, 

and give user more flexibility on Access control. For Detail, please refer to 

Scheduling Rule. 

Each rule can be enabled or disabled individually. 

 

Click on ñSaveò to store your setting or ñUndoò to give up 
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· Domain Filters 

 

 

 

Let you prevent users under this device from accessing specific URLs.  

1. Domain Filter Enable: 

Check if you want to enable Domain Filter.  

2. Log DNS Query: 

Check if you want to log the action when someone accesses the specific URLs.  
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3. Privilege IP Address Range: 

Setting a group of hosts and privilege these hosts to access network without 

restriction.  

4. Domain Suffix 

A suffix of URL can be restricted, for example, ".com", "xxx.com".  

5. Action 

When someone is accessing the URL met the domain-suffix, what kind of action you 

want. 

Check drop to block the access. Check ñlogò to log these access.  

6. Enable 

Check to enable each rule.  

Click on ñSaveò to store what you just select or ñUndoò to give up 
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· URL Blocking 

 

 

 

URL Blocking will block LAN computers to connect with pre-define Websites. The 

major difference between ñDomain filterò and ñURL Blockingò is Domain filter require 

user to input suffix (like .com or .org, etc), while URL Blocking require user to input a 

keyword only. In other words, Domain filter can block specific website, while URL 

Blocking can block hundreds of websites by simply a keyword. 

 

 



3. Making Configuration 
 

Traveler3G M Userôs Manual 

 

1. URL Blocking Enable 

Check if you want to enable URL Blocking.  

2. URL 

If any part of the Website's URL matches the pre-defined word, the connection will 

be blocked. 

For example, you can use pre-defined word "sex" to block all websites if their URLs 

contain pre-defined word "sex".  

3. Enable 

Check to enable each rule. 

Click on ñSaveò to store your setting or ñUndoò to give up 
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· MAC Control 

 

 

 

MAC Address Control allows you to assign different access right for different users 

and to assign a specific IP address to a certain MAC address. 

 

1. MAC Address Control  

Check ñEnableò to enable the ñMAC Address Controlò. All of the settings in this page 

will take effect only when ñEnableò is checked. 

 

 

 






































































